CANADIAN -
JGREENFIELD ~ ~= HemnTrain

TECHNOLOGIES CORP.

TECHNICAL SPECIFICATONS: PROCESSING INFORMATION:

e QOveralldimensions: 73’Lx21'6"Wx15’3”H e Bale Input—square or round
e See attached layout drawings e HempTrainis 64” wide inside
e Minimum height clearance in building: 19 ft (5.8 m) e Output product streams
e Power Requirements: 105 kVA e long, intact technical bast fiber
e Fully certified American built Dust Control System e Auto-strapped or bagged bales
e Designed specifically for hemp dust e 16”x16”x12”
e Fire/explosion containment components included e Spec sized hurd (1/8” - 3/4”)
e Indoorinstallation—no make-up air required e Green Micro-Fiber
e Quick—Disconnect ducting e Micro-Hurd
e Full steel construction and powder coated e Upto 3000 lbs/ hour (feedstock dependent)

e Standard, easily sourced drive components
e Spare parts are stocked

SHIPPING INFORMATION

e 4—40’ HC shipping containers or flat-deck trailers
e Totalweight 75,000 lbs (34,000 kg)

e Delivery available across the world Bast Fiber Green Microfiber

e (CSA/UL/CE Certifications available

e |Installation/commissioning /training included

Not all product streams shown
Product streams shown are for a specific feedstock
Outputs can vary based on process regime and feedstock

PLEASE CONTACT FOR QUOTES AND LEAD TIMES
Phone: 1.877.974.3377

- Fax: 1.403.719.7642
f y ' O ' m u Email: info@canadiangreenfield.com
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